EZ POOL LIKT™
SURFACE MOUNT ANCHOR

[39 cm]
15 3/8"

[IS.i cm]

[©7.3 cm]
027/8"

SPECIFICATIONS

THE AQUA CREEK EZ SURFACE MOUNT ANCHOR SHALL BE AN ALL STAINLESS STEEL
ANCHOR ASSEMBLY WITH AN UHMW PIVOT SLEEVE. THE ANCHOR ASSEMBLY SHALL
BE EPOXY POWDER COATED FOR ADDITIONAL PROTECTION. THE SURFACE MOUNT
ANCHOR SHALL COME WITH A TAMPER-RESISTANT LID, AND ALL MOUNTING
HARDWARE, INCLUDING 3/8" [9.5 mm] DROP-IN, STAINLESS STEEL

ANCHORS 4).
ANCHOR BASE PLATE: 1/4" [6.4 mm] TYPE 304 STAINLESS STEEL PLATE
GUSSETS: 1/4" [6.4 mm] TYPE 304 STAINLESS STEEL PLATE
ANCHOR HOUSING: 2-1/2" SCH-40 [©7.3 cm] WELDED S.S. PIPE
TAMPER-RESISTANT LID: 11 GAGE TYPE 304 STAINLESS STEEL
PIVOT SLEEVE: UHMVW (POLYETHYLENE)
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